
 

            

 
 

 
  

SOUTH PARKLANDS REHABILITATION 

LOCATION 
Hutt Road, Adelaide 
 
CONTRACT VALUE 
$2,973,736 
 
CONSTRUCTION PERIOD 
June - August 2017 
 
FORM OF CONTRACT 
AS4000-1997 
 
CLIENT 
The Corporation of the 
City of Adelaide 
 
PROJECT SUPERVISOR: 
Kane Morley 
 
REFEREE 
 Ciaran Carty  
Adelaide City Council  
8203 7915 
 
Ban Taylor  
Australian Water 
Environments  
8378 8000 

DESCRIPTION OF PROJECT: 
The South Parklands rehabilitation project involved realigning and reshaping the existing 
watercourse to allow superior water flow and to alleviate flooding which had been an 
issue within the South Parklands.  

 
PROJECT CHALLENGES: 
The South Parklands Creek Rehabilitation project required careful consideration of the 
parklands when setting up the construction area, detailed environmental management 
plans were created to include tree projection zones, erosion and sediment protection 
measures and pedestrian and traffic management plans to ensure minimal impact on the 
environment and users of the Parklands.  
 
As works commenced within the winter months weather became an issue. To mitigate the 
effects rain and creek flow had on the program the water flows were diverted around the 
construction area to allow for works to continue.  
 
T&J Constructions completed detailed excavation to realign and widen the existing 
watercourse, the works also included installation of box culverts onto Reno mattresses 
and pedestrian walkway bridges.  
 
The South Parklands creek was finished with a detailed and extensive landscaping package 
which included installation of Jute Mat within the watercourse and planting of various 
indigenous plant species.  
 
KEY CONSTRUCTION PROCESSES: 
Key construction processes of the South Parklands Creek Rehabilitation were as follows;  

 Set up construction area including developing and implementing environmental 
management, pedestrian and traffic management plans  

 Carefully studying upcoming weather conditions and identifying potential water 
flows   

 Managing and diverting water flow to allow for works within the watercourse 

 Implementing erosion and sediment protection measures  

 Excavation within a live watercourse 

 Installation of box culverts and pedestrian bridges within the watercourse  

 Manage and implement detailed landscaping package of works   

 On-site and off-site disposal of contaminated excavated material 
 


