
 

            

 

 

 
 
 
 
 

 
 

 
 

MARKET TO RIVERBANK LINK STAGE 1 

LOCATION 
Bank Street, Adelaide CBD 
 
CONTRACT VALUE 
$3,560,000 
 
CONSTRUCTION PERIOD 
April 2017 - December 2017 
 
FORM OF CONTRACT 
AS2124-1997 
 
CLIENT 
City of Adelaide 
Renewal SA 
 
PROJECT SUPERVISOR: 
Paul Abbott 
 
REFEREE 
Cherie Bould - 0466 448 522 
Stuart Pope – 0481 570 670 

 

DESCRIPTION OF PROJECT: 
Stage 1 of a joint project between the City of Adelaide and State Government to 
upgrade the laneways connecting Adelaide Central Market to Adelaide Riverbank. 
Improvements to elements such as paving, lighting, trees, landscaping, street 
furniture and public art took place in order to contribute towards the economic 
viability of the area.   
Bank St Works included pre-existing pavement and replacement with decorative 
custom granite pavers. New services were installed including stormwater, gas, 
electrical, coms and irrigation. Additionally, the construction of concrete foundations 
for tall overhead arbor structures and a large modern art structure took place. 

 
PROJECT CHALLENGES: 
The location of the works was in the heart of Adelaide’s CBD which meant that a 
comprehensive methodology was followed to minimise disruption to stakeholders 
and pedestrians using the public space.  Bank St was closed for the duration of the 
works which meant it was necessary to create a public thoroughfare through the site 
in order to maintain pedestrian and shop access at all times. This was done by 
splitting the area into two separately fenced off sections allowing a space in between 
to act as a footpath.  
 
T & J Constructions had to work around a series of delays during the construction 
process, including excessive concrete framework and unknown existing services 
within the area. As a result, changes to the project design were implemented for the 
avoidance/relocation of services that were not originally accounted for. 
 
 
KEY CONSTRUCTION PROCESSES: 

- Service Location. 
- Traffic Management. 
- Excavation of existing CST. 
- Stormwater installation. 
- Electrical trenching. 
- Repairs to irrigation mains.  
- Demolition of existing footpaths. 
- Boxout for new footpath. 
- Concrete works for new footpath and laying of granite paving. 
- Installation of structural steel reinforcement. 
- Traffic light installation. 
- Excavation for deep concrete footings for arbor structure.  
- Installation of arbor structures.  

 


