
 

            

 

   

 

 
 
 
 

 
 

 
 
 

MOUNT BARKER PLAZA CARPARK 
 

LOCATION 
Mount Barker Plaza, 
Adelaide Hills 
 
CONTRACT VALUE 
$225,000 
 
CONSTRUCTION PERIOD 
August 2015 - October 
2015 
 
FORM OF CONTRACT 
AS2124-1997 
 
CLIENT 
Magnolia Holdings 
 
PROJECT SUPERVISOR: 
Dylan Hiscock 
 
REFEREE 
John Ashcroft  
0883 881 179 
john.ashcroft@beyond 
ink.com.au 

 

DESCRIPTION OF PROJECT: 
The Mount Barker Plaza Carpark Renovation consisted of splitting an existing carpark 
into two separate levels to eliminate the carpark’s steep gradient  and make the 
facility more user-friendly. This involved the demolition and regrading of the existing 
carpark, then relevelling the area to surface levels designed to match the existing 
pavement levels along the entrance area of the carpark. The portion of the carpark 
that required raising was done so using a combination of existing site materials 
excavated from the lower level, and imported fill. Once the upper level was paved, 
custom steel barriers and railing were installed for safety purposes. The existing 
stormwater sump and drainage pipe were maintained as well as new stormwater 
pipes being installed in strategic locations to connect all drainage systems to the 
outlet point without interfering with services and building elements yet to be 
implemented. The lower level of the carpark was also deliberately graded on a slight 
slope to provide falls to the existing stormwater sump.  
  
PROJECT CHALLENGES: 
The Mount Barker Plaza is located in a busy commercial precinct, surrounded by 
multiple residential suburbs. In order to respect surrounding residents, control 
measures had to be implemented for all undesirable by-products of construction 
works, specifically noise and dust, which were maintained throughout the length of 
the project. 
 
Not only is the Plaza located in a highly populated area, but the building itself is a 
crucial part of the Mount Barker community, due to containing a wide variety of 
stores essential to every day residential living. For this reason, the project’s 
construction period had to be minimised as much as possible, with the final 
agreement between constructions and the client being 5 weeks, an extremely 
ambitious timeframe relative to the amount of work to be done. Despite the looming 
pressure, the project was punctually completed by the agreed deadline without 
sacrifices in quality nor design. 
 
KEY CONSTRUCTION PROCESSES: 

- Demolition and regrading of existing carpark area 
- Raising of GIP pits 
- Stormwater drainage maintanence. 
- Releveling of carpark (raising of pad) 
- Road construction 
- Construction of concrete retaining walls and ramps 
- Installation of custom steel barriers and railing 
- Construction of general carpark elements eg. wheel stops, walkway 
- Landscaping with reticulation system 
- Line marking 
 


